
Lowlander® Spreaders

A comprehensive range of spreaders for
the applica�on of a wide variety of materials

®

Bunning Spreaders www.gtbunning.co.uk
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®Lowlander  Mk4

®Lowlander  150HD Mk2
®Lowlander  175HD Mk2

 ®LowlanderWidebody

380HD.
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Lowlander Mk4 105 HBD
Lowlander Mk4 120 HBD
Lowlander Mk4 150 HBD
Lowlander 150HD Mk2 HBD
Lowlander 175HD Mk2 HBD
Lowlander Widebody 180 HBD
Lowlander Widebody 230 HBD
Lowlander Widebody 320 HBD
Lowlander Widebody 380 HD HBD

Isobus
controller options are now available, please contact your dealer for more information.

As a dedicated factory build
Lowlander spreaders from the 105
Mk4 through to the Widebody 380HD
are available with 2 horizontal
beaters for processing material onto
2 large diameter spinning discs.
Drop on point of material onto the
discs and disc blade angles are
adjustable for maintaining accurate
spread patterns.

Spread widths from 12 to 24 metres
are possible dependent on the
material’s density.
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Twin 700mm diameter dynamically
balanced vertical augers have flights
laser cut from heat treated boron
steel to improve strength and service
life.

Reversible points manufactured using
heat treated boron steel are bolted
and supported along the back edge.

X4840

26 January 2018 07:48:09



85 - Mk4 90 - Mk4 105c - Mk4 105 - Mk4 120 - 12 Tonne 150 - 15 Tonne75 - Mk4

single single single single single singlesingle

120mm 120mm 130mm 130mm 150mm 150mm120mm

9.5 tonnes 11.6 tonnes 12.6 tonnes 12.6 tonnes 14 tonnes 16.6 tonnes

6.8m 8.6m 9.6m 10.4m 11.6m 12.6m7.7m

9.1m 11.4m 12.9m 13.2m 14.6m 15.9m10.25m

12.9 15.7 N/A 17.5m 19.1m 20.9m14.3

4200 x 1500 x 1010 5200 x 1500 x 1000 4200 x 1500 x 1270 5200 x 1500 x 1225 5500 x 1500 x 1290 6000 x 1500 x 1300

Hydraulic Hydraulic Hydraulic Hydraulic Hydraulic HydraulicHydraulic

16mm 16mm 16mm 16mm 16mm 16mm16mm

406 x 120 406 x 120 406 x 120 406 x 120 406 x 120 406 x 140406 x 120

18.4 x 34 PR14 18.4 x 34 PR14 580/70 R38 580/70 R38 580/70 R38 580/70 R3818.4 x 34 PR14

Twin vertical augers Twin vertical augers Twin vertical augers Twin vertical augers Twin vertical augers Twin vertical augersTwin vertical augers

up to 16m up to 16m up to 16m up to 16m up to 16m up to 16mup to 16m

1000 RPM 1000 RPM 1000 RPM 1000 RPM 1000 RPM 1000 RPM1000 RPM

5mm 5mm 5mm 5mm 5mm 5mm5mm

4mm 4mm 4mm 4mm 4mm 4mm4mm

3920 kgs 4150 kgs 4800 kgs 4800 kgs 5100 kgs 5450 kgs

75 - Mk4

85 - Mk4

90 - Mk4

105 - Mk4

105c - Mk4

120 - Mk4

150 - Mk4

4200

4700

5200

5200

4200

5500

6000

1500

1500

1500

1500

1500

1500

1500

990

990

990

1230

1270

1290

1290

2010

2010

2010

2350

2383

2410

2420

6500

7000

7560

7560

6515

7950

8350

2670

2670

2670

2920

2920

2920

2920

2680

2680

2680

3060

3060

3080

3080

10 tonnes

4700 x 1500 x 1000

4040 kgs

10mm thick auger flights from heat treated boron steel

Max. *

* Maximum carrying capacity is calculated with maximum tyre inflation.
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®Lowlander  150 & 175 Heavy Duty Mk2 Spreaders

The Lowlander Heavy Duty 150 & 175 Mk2 models are unmatched for
strength, reliability and performance. With an internal body width of
1600mm and fitted with 870mm diameter augers from the Widebody
Range, loads are discharged quickly, accurately and finely shred.
With a choice of body build options, the 150HD & 175HD can be
tailored to suit customers’ requirements.

Cubic capacities range from 17.1 to 22.8 cubic metres. The fully
welded construction ensures confidence, reliability and high residual
values.

The 800 series floor drive gearbox is
fitted to all the Heavy Duty models. It is
hydraulically driven to ensure an even
feed of material to the spreading
mechanism at all times. With a reverse
feature, any foreign object too large to
pass through the beaters can be easily
removed. An adjustable crossline relief
valve also delivers additional protection.
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Twin 870mm diameter dynamically
balanced vertical augers have flights
laser cut from heat treated boron
steel to improve strength and service
life.

20mm thick reversible points
manufactured using heat treated boron
steel are bolted and supported along
the back edge.
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®Lowlander  150 & 175 Heavy Duty Mk2 Spreaders

150 HD

175 HD

6000

6000

1830

1830

1250

1580

2450

2890

8560

8560

3020

3190

3080

3135

single

150 square

17.5 tonnes

13.6m

17.1m

6000 x 1600 x 1250

Hydraulic

20mm

406mm x 140mm

580/70 R38 High load

Twin vertical augers

up to 20m

1000 RPM

5mm

4mm

6220 kgs

single

150 square solid beam

22 tonnes

18m

23m

6000 x 1600 x 1580

Hydraulic

20mm

420mm x 200mm

710/70 R42 High load

Twin vertical augers

up to 20m

1000 RPM

5mm

4mm

7350 kgs

10mm thick auger flights from heat treated boron steel

Widebody (870mm dia.) dynamically balanced twin vertical augers

18 Tonne sprung drawbar fitted as standard

Reversible boron cutters with re-inforcing plate
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LOWLANDER 175 HEAVY DUTY HBD with mudguards, guillotine slurry door, weigh cells and auto rate control, sprung drawbar.

LOWLANDER 175 HEAVY DUTY HBD with
mudguards, guillotine slurry door, weigh cells and
auto rate control, sprung drawbar.

LOWLANDER 150 HD Mk2 with slurry door.
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Widebody Spreaders are available in TVA or HBD build.

870

The 320 and 380HD models are fitted with
2 floor gearboxes as standard.
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Twin 870mm diameter dynamically balanced vertical
augers have flights laser cut from heat treated boron
steel to improve strength and service life.

20mm thick reversible points manufactured using
heat treated boron steel are bolted and supported
along the back edge.
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320 380HD

140 Truck Mnt

180

230

320

380 HD

5000

6000

6000

8000

8000

1830

1830

1830

1830

1830

960

960

960

1160

1695

N/A

2150

2175

2545

3235

6400

8560

8560

10830

11000

N/A

3270

3550*

3700*

3700*

N/A

3080

3105

3245

3475

none

none

14 tonne

8.5m

13m

5000 x 1830 x 950

Hydraulic

20mm

N/A

N/A

Twin vertical augers

up to 20m

1000 RPM

5mm

4mm

4000 kgs

single

150 mm

18 tonne

10m

26m

6000 x 1830 x 950

Hydraulic

20mm

406 x 140

710/70 R38 High load

Twin vertical augers

up to 20m

1000 RPM

5mm

4mm

7020 kgs

tandem

110 mm

23 tonne

10m

26m

6000 x 1830 x 950

Hydraulic

20mm

400 x 80

650/55 R26.5

Twin vertical augers

up to 20m

1000 RPM

5mm

4mm

7920 kgs

tri-axle

150 mm

32 tonne

21.8m

32m

8000 x 1830 x 1160

Hydraulic

20mm

400 x 120

650/55 R26.5

Twin vertical augers

up to 20m

1000 RPM

5mm

4mm

10000 kgs

tri-axle

150 mm

40 tonne

25.5m

38m

8000 x 1830 x 1160

Hydraulic

20mm

406 x 140

650/55 R26.5

Twin vertical augers

up to 20m

1000 RPM

5mm

4mm

14000 kgs

Hydraulic variable speed c/w reverse

10mm thick auger flights from heat treated boron steel

Widebody (870mm dia.) dynamically balanced twin vertical augers

Sprung drawbar
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LOWLANDER  WIDEBODY 230 HBD with built in flared extension sides,
guillotine slurry door, sprung drawbar, weigh cells and 600/55 R26.5 tyres.

LOWLANDER  WIDEBODY 380 HD HBD with guillotine slurry door, border
deflector and 650/65 R30.5 Michelin tyres, weigh cells and auto rate control.
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LOWLANDER  WIDEBODY HBD 2 x 10mm x 1100mm diameter spinning
discs with adjustable hardened boron blades.

LOWLANDER  WIDEBODY 230 HBD  with built in flared extension sides, 710/50 R30.5 tyres, slurry door, border deflector, steering rear axle and Isobus weigh
cell system.

LOWLANDER  180 WIDEBODY HBD with 2 horizontal beaters & spinning
discs, weigh cells, bolt on flared extension sides and 710/70 R38 tyres.

LOWLANDER  WIDEBODY 380 HD as seen on BBC Top Gear LOWLANDER  WIDEBODY 380 HD as seen on BBC Top Gear making
light work of shredding a scrap Volvo
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LOWLANDER  WIDEBODY 380 HD HBD with guillotine slurry door, border deflector and 650/65 R30.5 Michelin tyres, weigh cells and auto rate control.

LOWLANDER  WIDEBODY 380 HD TVA with guillotine slurry door, lift off augers, weigh cells and auto rate control.

LOWLANDER  WIDEBODY 180 TVA with
guillotine slurry door, 280mm bolt on flared
extension sides, sprung drawbar.
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Mudguards
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230
320 & 380

STD
180 ONLY

All machines are shotblasted with stainless steel shot prior to
being painted. They are then coated with a two component
primer and left to cure.

Following this procedure a two component top coat is then
applied before being baked over a duration of several hours
at 60°C.

230 / 320

With our continual development programme we use a state of
the art 3D CAD system, which we have recently added a Stress
Analysis (FEA) package to.

This enables us to highlight any potential problems such as
fatigue long before they may occur in the field, therefore
assisting us in the design of the next generation of spreaders.
This, in conjunction with customer feedback, keeps Bunning at
the forefront of design and development.

Rocking beam suspension for tandem axle machines is standard, leaf sprung or hydraulic suspension is an option.
For tri-axle machines leaf sprung suspension is standard, hydraulic suspension is an option.
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®

G T Bunning & Sons Ltd reserve the right to change specifications and dimensions without prior notice. All dimensions quoted are approximate.
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